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Environmental Protection Agency § 60.681 

TABLE 3 TO SUBPART OOO—FUGITIVE 
EMISSION LIMITS 

TABLE 3 TO SUBPART OOO—FUGITIVE EMISSION LIMITS 

For * * * 

The owner or operator must 
meet the following fugitive 
emissions limit for grinding 
mills, screening operations, 
bucket elevators, transfer 
points on belt conveyors, bag-
ging operations, storage bins, 
enclosed truck or railcar load-
ing stations or from any other 
affected facility (as defined in 
§§ 60.670 and 60.671) * * * 

The owner or operator must 
meet the following fugitive 

emissions limit for crushers at 
which a capture system is not 

used * * * 

The owner or operator must 
demonstrate compliance with 

these limits by con-
ducting * * * 

Affected facilities (as defined 
in §§ 60.670 and 60.671) 
that commenced construc-
tion, modification, or recon-
struction after August 31, 
1983 but before April 22, 
2008.

10 percent opacity .................. 15 percent opacity .................. An initial performance test ac-
cording to § 60.11 of this 
part and § 60.675 of this 
subpart. 

Affected facilities (as defined 
in §§ 60.670 and 60.671) 
that commence construc-
tion, modification, or recon-
struction on or after April 
22, 2008.

7 percent opacity .................... 12 percent opacity .................. An initial performance test ac-
cording to § 60.11 of this 
part and § 60.675 of this 
subpart; and 

Periodic inspections of water 
sprays according to 
§ 60.674(b) and § 60.676(b); 
and 

A repeat performance test ac-
cording to § 60.11 of this 
part and § 60.675 of this 
subpart within 5 years from 
the previous performance 
test for fugitive emissions 
from affected facilities with-
out water sprays. Affected 
facilities controlled by water 
carryover from upstream 
water sprays that are in-
spected according to the re-
quirements in § 60.674(b) 
and § 60.676(b) are exempt 
from this 5-year repeat test-
ing requirement. 

Subpart PPP—Standard of Per-
formance for Wool Fiberglass 
Insulation Manufacturing 
Plants 

SOURCE: 50 FR 7699, Feb. 25, 1985, unless 
otherwise noted. 

§ 60.680 Applicability and designation 
of affected facility. 

(a) The affected facility to which the 
provisions of this subpart apply is each 
rotary spin wool fiberglass insulation 
manufacturing line. 

(b) The owner or operator of any fa-
cility under paragraph (a) of this sec-
tion that commences construction, 
modification, or reconstruction after 

February 7, 1984, is subject to the re-
quirements of this subpart. 

§ 60.681 Definitions. 

As used in this subpart, all terms not 
defined herein shall have the meaning 
given them in the Act and in subpart A 
of this part. 

Glass pull rate means the mass of mol-
ten glass utilized in the manufacture of 
wool fiberglass insulation at a single 
manufacturing line in a specified time 
period. 

Manufacturing line means the manu-
facturing equipment comprising the 
forming section, where molten glass is 
fiberized and a fiberglass mat is 
formed; the curing section, where the 
binder resin in the mat is thermally 
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